

SECTION 08 18 16 – SLIDING GLASS DOORS
	GENERAL
	SUBMITTALS
	Action Submittals:
	Shop Drawings: Illustrate products, installation, and relationship to adjacent construction. [Indicate requirements for drilling glass to accommodate specified hardware.]
	Product Data: Manufacturer’s descriptive data and product attributes.
	Samples: [Minimum 6- by 6-inch glass] [Minimum [6] [__] inch long bottom sill and top track header.] [Door hardware, each type.]
	Delegated Design Data: Prepared by qualified Professional Engineer, indicating sliding glass door system seismic restraint requirements.	Comment by ZeroDocs.com: Retain below where applicable. 
	Informational Submittals:
	Qualification Statement: For Installer.
	Certificate of Compliance: Certification that installed products meet specified design and performance requirements.
	Closeout Submittals:
	Operation and Maintenance Data.
	Warranty: Executed copy.
	QUALITY ASSURANCE
	Installer Qualifications: Firm specializing in work of this Section with minimum [2] [__] years’ experience.
	WARRANTY
	Manufacturer’s [standard] [two year] warranty against faulty operation of operable panels and deterioration of metals and metal finishes. 
	PRODUCTS
	PERFORMANCE REQUIREMENTS
	Design system in accordance with NGA Heavy Glass Door and Entrance Systems Design Guide.
	Design system in accordance with [ASCE-7] [Building Code] requirements for seismic design criteria indicated on Structural Drawings.	Comment by ZeroDocs.com: Retain below where applicable.
	MANUFACTURERS
	Contract Documents are based on CRL 690/695 Series by C.R. Laurence. www.crlaurence.com
	Substitutions: [Refer to Division 01.] [Not permitted.]
	SYSTEM DESCRIPTION
	Interior sliding glass doors [and fixed glass panels], [wall-mounted] [ceiling-mounted] [dropped ceiling mounted], with soft-brake sliding component.
	MATERIALS
	Aluminum Extrusions: ASTM B221, 6061-T5 or T6 alloy and temper.
	Glass: ASTM C1048, [clear,] [low-iron clear,] [[____] color tinted,] fully tempered float glass, nominally [3/8] [1/2] inch thick. Ease and polish exposed edges.	Comment by ZeroDocs.com: Note that glass for sliding glass doors systems is not supplied by CRL.  Contact CRL for technical assistance. 
	Door Hardware:
	Push and Pull: [____.] [To be selected from manufacturer's full range of selections.] [Refer to Section 08 71 00.]
	ACCESSORIES
	Anchors and Fasteners: [Corrosion-resistant] [Series 300 stainless steel] as indicated on approved shop drawings.
	FABRICATION
	Overhead Track Header: Continuous, square profile extruded aluminum, 2-1/2 inches high x 2-1/2 inches wide.
	Bottom Sill: Continuous, square profile extruded aluminum, 15/16 inch high x 1 inch wide.
	Fixed Panel Sidelite Channel: Continuous, square profile extruded aluminum, 1/2 inches high x 1/2 inch wide, snap-on.
	[Aluminum Grid System: Field adhered.]	Comment by ZeroDocs.com: CRL Premium Grid System described below is 690/695 Series optional accessory.
	Glazing Method: Dry glazed.
	FINISHES
	Aluminum: AAMA 611, Architectural Class I anodized, [clear anodized.] [stainless steel anodized] [matte black anodized.]
	EXECUTION
	INSTALLATION
	Install sliding glass doors in accordance with manufacturer's instructions and approved Shop Drawings.
	Installation Tolerances:
	Maximum variation from plumb or level: [1/8] [__] inch in 3 feet or [1/4] [__] inch in any 10 feet, whichever is less.
	Maximum misalignment of members abutting end to end: [1/32] [__] inch.
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