The following specification guide has been prepared by C.R. Laurence Co., Inc. to assist design professionals in the preparation of a specification section that includes Model RSOB2X 2 Inch Adjustable Standoff. This standoff can be used for securing 3/4 to 27/32 inch thick glass railings and other glass components.

Utilize these paragraphs to insert text into: 
· Section 05 52 16 - Glazed Railings or similarly titled section governing this work.

The following should be noted in using this document:

Text in black is intended to be placed in a project specification. Text in blue comprises notes to the specifier and locations within the CSI/CSC 3-Part SectionFormat where text should be inserted.

Optional text requiring a selection by the user is enclosed within brackets and as red text, e.g.: Color: [Red.]

For assistance on the use of the products in this document, contact C. R. Laurence Co., Inc. by calling 800-421-6144 or visit their website at www.crlaurence.com.

PART 1 – GENERAL

ADMINISTRATIVE REQUIREMENTS

SUBMITTALS

	Action Submittals:
Shop Drawings: Illustrate products, installation, and relationship to adjacent construction.
Product Data: Manufacturer’s descriptive data and product attributes.

QUALITY ASSURANCE

Retain the following to specify minimum experience of installer.

Installer Qualifications: Minimum [2] [__] years’ experience in work of this Section.

Retain the following for a full-scale mockup at the project site. 

Mockup: [Glass railing] [____] mockup with glass standoffs, minimum [[8] [__] feet long.] [____.] Approved mockup [may] [may not] remain as part of the Work.

PART 2 – PRODUCTS

MATERIALS

Glass Standoffs:
Source: Model RSOB2X 2 Inch Adjustable Standoff by C.R. Laurence Co., Inc., www.crlaurence.com.
Construction: Stainless steel.
Adjustment: Maximum 1/2 inch glass projection adjustment.
Glass applications: 3/4 to 27/32 inch laminated or monolithic tempered glass
Finish: [Matte black. [Brushed stainless steel.] [Polished stainless steel.]

PART 3 – EXECUTION

INSTALLATION

Install in accordance with manufacturer’s instructions [and approved Shop Drawings].

