


SECTION 08 41 26 - ALL-GLASS ENTRANCES AND STOREFRONTS
	GENERAL
	SUBMITTALS
	Action Submittals:
	Shop Drawings: Illustrate products, installation, and relationship to adjacent construction.
	Product Data: Manufacturer’s descriptive data and product attributes for entrances, storefronts, and door hardware.
	Samples: [[6] [__] inch long bottom rail samples.] [Patch fitting samples.]
	Informational Submittals:
	Certificate of Compliance: Certification that installed products meet specified design and performance requirements.
	SYSTEM DESCRIPTION
	Design Requirements:	Comment by ZeroDocs: Retain this paragraph for entrances and storefronts in exterior locations.
	Design wind pressure: In accordance with [ASCE 7.] [Building Code.] [____.]
	Movement: Ambient temperature range of [120] [__] degrees F and a surface temperature range of [160] [__] degrees F.
	System design to be performed by qualified professional engineer licensed in State of [____].
       Product to have undergone 500,000 cycle testing
	QUALITY ASSURANCE
	Installer Qualifications: Firm specializing in work of this Section with a minimum [2] [__] years of experience.
	Design system in accordance with NGA Heavy Glass Door and Entrance Systems Design Guide.
	PRODUCTS
	MANUFACTURERS
	Contract Documents are based on DRX Modular Door Rail by CRL. www.crlaurence.com
	Substitutions: [Refer to Division 01.] [Not permitted.]
	MATERIALS
	Aluminum Extrusions: ASTM B221, 6061-T5 or T6 alloy and temper.
	Stainless Steel: ASTM A666, Type 304.
** OR **
	Brass: ASTM B36/B36M, Alloy No. C26000. 
	Glass: ASTM C1048, [clear,] [[____] color tinted,] fully tempered, nominally [3/8] [1/2] [5/8] [3/4] inch thick. Ease and polish exposed edges.
	Door Hardware:
	Pivots: Center type, with adjustable slide block for an easy +/- 2 degree field adjustment after installation of door.
	Locks: Bottom rail deadlock, [keyed outside x thumbturn inside;] [keyed both sides;] cylinders specified in Section 08 71 00.
	Push and pull: [____.] [To be selected from manufacturer's full range of selections.]
	Thresholds: [4] [__] inches wide x [1/2] [__] inch high, [aluminum,] [____,] [saddle] [____] profile.
       Side Covers: Made of extruded aluminum. Can be easily slid on or slid off without affecting door operation. Slide on covers allow changing the height and finish of door rail at any time.

	ACCESSORIES
	Anchors: Series 300 stainless steel.
	FABRICATION
	Top and Bottom Rails:  
	Style: Continuous, [square] [tapered] [____] profile, [4] [10] inches high x [2.25 inches thick (cladded)] or [2.125 inches thick (non-cladded)].
	Construction: Extruded aluminum [with sliding interchangeable [stainless steel] [brass] side covers and end caps.]
** OR **
	Patch Fittings:  
	Style: [Square] [Tapered] [____] profile, [4] inches high x [2.25 inches thick (cladded)] or [2.125 inches thick (non-cladded)].
	Construction: Extruded aluminum [with sliding interchangeable [stainless steel] [brass] side and end covers.]
	Glazing Method: Dry glazed.
	FINISHES
	Aluminum: AAMA 611, Architectural Class I anodized, [Clear.] [Dark Bronze.]
** OR **
	Stainless Steel: [Brushed.] [Polished.]
** OR **
	Brass: [Brushed.] [Polished.]
 	Powder Coat: [____]
2.6.   WARRANTY
A.		Manufacturer’s [2] [__] year warranty against hardware defects and workmanship. 

	EXECUTION
	INSTALLATION
	Install in accordance with manufacturer's instructions and approved Shop Drawings.
	Installation Tolerances:
	Maximum variation from plumb or level: [1/8] [__] inch in 3 feet or [1/4] [__] inch in any 10 feet, whichever is less.
	Maximum misalignment of members abutting end to end: [1/32] [__] inch.
	Sealant space between system and adjacent construction: [1/2] [__] inch plus or minus [1/8] [__] inch.
END OF SECTION
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