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SECTION 08 7100      
OVERHEAD DOOR CLOSER (OHC) SPECIFICATIONS                                                             
SPRING POWER ADJUSTABLE (ADA COMPLIANT)

PART 1 – GENERAL
1.1 QUALITY ASSURANCE

A. REFERENCE STANDARDS
a. American National Standards Institute (ANSI/BHMA)
i. A117.1	Providing Accessibility and Usability for Physically Handicapped People
ii. A156.4	Door Controls – Closers
iii. A156.18 Materials and Finishes
b. Americans with Disabilities Act (ADA)
c. American Society for Testing and Materials (ASTM)
d. Underwriters Laboratory (UL)
i. 228	Door closers and Holders

B. SOURCE QUALITY CONTROL
a. All closers shall meet or exceed cycle test requirements of the applicable ANSI/BHMA standard.
b. All closers, mounting hardware, arms, tracks and fasten devices shall be a single manufacturer.
PART 2- PRODUCTS 
2.3 MATERIALS AND FABRICATION
A. GENERAL
1. Closer design shall be capable of both single action and double action.                                                                                                   2. Closers shall be installed to allow door swing as shown on plans.
2.8 CLOSERS AND DOOR CONTROL DEVICES
A. MANUFACTURERS
All overhead concealed closers shall be as manufactured by Jackson/C.R. Laurence Co., Inc., P.O. Box 58923, Los Angeles, CA, 90058-0923; Tel: (800) 421-6144 or (323) 588-1281 Ext. 7520; Fax: (800) 888-6855 or (323) 581-6522; Email: jacksonexit@crlaurence.com.
 and shall have the following features:
1. All closers shall carry a manufacturers five (5) year warranty.
2. Simultaneous dual spring compression.
3. Full ball bearing supported spindle operation (bushing supported not acceptable)
4. Fluid must be of a type requiring no seasonal adjustments.
5. Hydraulic regulation controlled by non-critical screw valves.
6. Separate and independent hydraulic adjustment of 
a. Closing speed
b. Latching speed
7. Closing power shall be adjustable from Size 2 through Size 4 in accordance with ANSI.BHMA Standard 156.4

PART 3 – EXECUTION
3.1 INSTALLATION
A. GENERAL 
1. Installation shall be in accordance with the templates and installation instruction packaged with the closers at the time of manufacture.
2. Installation shall be made with fasteners packaged with the closer by the manufacturer.
3.2 ADJUSTMENT
1. Install and regulate all closers in accordance with the installation instructions packaged with the closers at the time of manufacture.
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