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CERTIFIED CONTINUOUS HINGES 

ANSI/BHMA A156.26 – 2012 
 

ANSI #  NGP Product #          Grade - Door Weight 
 
2.1.3 Edge Mounted, Gear Type 
 
A31011G  HD1100, HD1100-LL, HD1400, HD1400-LL,  1-150 lbs.  

HD1800, HD1800-LL, HD2400, HD2400-LL, 
HD2700, HD2700-LL, HD4100, HD4100-LL  

A31022G  HD1100, HD1100-LL, HD1400, HD1400-LL,  2-300 lbs.  
HD1800, HD1800-LL, HD2400, HD2400-LL, 
HD2700, HD2700-LL, HD4100, HD4100-LL. 

A31031G  HD1100, HD1100-LL, HD1400, HD1400-LL,  1-600 lbs.  
HD1800, HD1800-LL, HD2400, HD2400-LL, 
HD2700, HD2700-LL, HD4100, HD4100-LL 
 

2.1.3 Edge Mounted, Barrel Type 
 
A51011B  SS300, SS305, SS315, SS311     1-150 lbs. 

  
2.1.4 Full Surface, Gear Type 
  
A33011G  HD2100, HD5700      1 - 150 lbs. 
A33022G  HD2100, HD5700      2 - 300 lbs. 
A33031G  HD2100, HD5700      1 - 600 lbs. 
 
2.1.4 Full Surface, Barrel Type 
 
A53011B  SS302        1-150 lbs. 
 
2.1.5 Half Edge Mounted, Barrel Type 
 
A52011B  SS304, SS306       1-150 lbs. 
 
2.1.6 Half Surface, Gear Type 
 
A34011G  HD4200, HD5300, HD5400     1 - 150 lbs. 
A34022G  HD4200, HD5300, HD5400     2 - 300 lbs. 
A34031G  HD4200, HD5300, HD5400     1 - 600 lbs. 
 
2.1.9 Swing Clear, Gear Type 
 
A35011G  HD2100, HD4100, HD4200     1 - 150 lbs. 
A35022G  HD2100, HD4100, HD4200     2 - 300 lbs. 
A35031G  HD2100, HD4100, HD4200     1 - 600 lbs. 
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2.1.9 Swing Clear, Barrel Type 
 
A55011B  SS311        1-150 lbs. 
 
 
CONTINUOUS HINGE FINISHES AVAILABLE 
 
Finish Description      ANSI/BHMA #      NGP Symbol 
 
Satin Aluminum, Clear Anodized  628   A 
Dark Oxidized Satin Bronze Anodized 710   DKB 
Satin Stainless Steel    630   SS 
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